
 
	
  

	
  
	
  

ENGINEERED CONTROL SOLUTIONS	
  

	
  
	
  

PECoS Model HB 

Description 
The	
  PECoS	
  Model	
  HB	
  is	
  an	
  advanced	
  digital	
  
controller	
  for	
  Series	
  Hybrid	
  Powertrain	
  and	
  
Auxiliary	
  Power	
  Unit	
  (APU)	
  applications.	
  	
  This	
  
device	
  gives	
  precise	
  engine	
  speed	
  control	
  with	
  
an	
  abundant	
  amount	
  of	
  external	
  control	
  
features.	
  	
  This	
  allows	
  the	
  PECoS	
  HB	
  to	
  
accommodate	
  a	
  wide	
  range	
  of	
  control	
  systems	
  
and	
  to	
  adapt	
  to	
  new	
  requirements.	
  	
  	
  
	
  
This	
  robust	
  controller	
  provides	
  an	
  economical	
  
means	
  to	
  process	
  analog	
  and	
  switched	
  input	
  
signals	
  to	
  control	
  actuators	
  and	
  relays	
  in	
  
providing	
  control	
  for	
  various	
  engine	
  setups	
  and	
  
monitor	
  DC	
  Voltage	
  and	
  Current	
  output	
  of	
  an	
  
alternator-­‐rectifier	
  assembly.	
  	
  The	
  PECoS	
  Model	
  
HB	
  is	
  capable	
  of	
  preventing	
  overtemperature,	
  
over-­‐current,	
  and	
  over-­‐voltage	
  conditions.	
  The	
  
control	
  board	
  is	
  able	
  to	
  self	
  check	
  for	
  faulty	
  
sensors	
  or	
  actuators,	
  report	
  faults	
  and	
  correct	
  
or	
  compensate	
  for	
  minor	
  faults.	
  The	
  PECoS	
  
Model	
  HB	
  is	
  field	
  programmable	
  and	
  provides	
  
flexibility	
  for	
  customization	
  and	
  installation.	
  	
  
	
  
The	
  following	
  contains	
  all	
  the	
  features	
  and	
  data	
  
that	
  are	
  available	
  in	
  this	
  package.	
  	
  PG	
  can	
  
customize	
  this	
  controller	
  and	
  its	
  software	
  to	
  fit	
  
the	
  needs	
  of	
  your	
  application.	
  

Features 
Control	
  Side:	
  
Engine	
  speed	
  and	
  acceleration	
  control	
  

Auto-­‐Start	
  and	
  shutdown	
  	
  

Overspeed	
  Protection	
  

Fault	
  monitoring	
  and	
  status	
  indication	
  	
  

Variable	
  speed	
  operation	
  

Sealed	
  water	
  proof	
  enclosure	
  and	
  connector	
  

12/24	
  volt	
  DC	
  power	
  

Reverse	
  polarity	
  protected*	
  

PID	
  actuator	
  control	
  loop	
  

Up	
  to	
  8	
  analog	
  inputs	
  (4	
  dedicated)	
  

Up	
  to	
  7	
  digital	
  inputs	
  (3	
  dedicated)	
  

Up	
  to	
  8	
  auxiliary	
  outputs	
  (4	
  dedicated)	
  

4	
  Software	
  configurable	
  FLEX	
  I/O	
  port	
  

Speed	
  sensor	
  (e.g.	
  magnetic	
  pick-­‐up,	
  ignition…)	
  

Actuator	
  controls	
  

RS-­‐232	
  communication	
  

5	
  VDC	
  output	
  for	
  sensor	
  power	
  

CAN	
  Bus	
  with	
  J1939	
  protocol	
  

DC	
  Generator	
  Monitor	
  Side:	
  
600V	
  Isolation	
  

130V	
  battery	
  pack	
  differential	
  sensor	
  

130V	
  generator	
  sensor	
  

2	
  current	
  sensors	
  

Generator	
  speed/frequency	
  input	
  

2	
  thermistor	
  inputs	
  

Battery	
  State	
  of	
  Charge	
  (SOC)	
  controls	
  
	
  

	
  

	
  



 
	
  

	
  
	
  

ENGINEERED CONTROL SOLUTIONS	
  

Control Wiring 
Pin	
  No.	
   Pin	
  Name	
   Type	
   Description	
  
J2-­‐A01	
   CGND	
   Protection	
  Ground	
   Chassis	
  ground	
  
J2-­‐B01	
   FLEX5	
   Configurable	
   Flexible	
  reconfigurable	
  I/O	
  port	
  
J2-­‐C01	
   FLEX6	
   Configurable	
   Flexible	
  reconfigurable	
  I/O	
  port	
  
J2-­‐D01	
   V+5	
  OUT	
   Output	
  Supply	
   5	
  Volt	
  sensor	
  supply	
  
J2-­‐E01	
   ANALOG	
  1	
   Analog	
   Analog	
  input	
  
J2-­‐F01	
   CANH	
   CAN	
   CAN	
  bus	
  high	
  port	
  
J2-­‐G01	
   GOV	
  RET	
   Governor	
   Actuator	
  control	
  signal	
  return	
  
J2-­‐H01	
   GOV	
  PWM	
   Governor	
   Actuator	
  control	
  signal	
  output	
  	
  
J2-­‐J01	
   POWER	
   Power	
   DC	
  power	
  to	
  controller	
  	
  
J2-­‐K01	
   POWER	
   Power	
   DC	
  power	
  to	
  controller	
  	
  
J2-­‐A02	
   AUX	
  1	
   Output	
   Grounding	
  auxiliary	
  output	
  
J2-­‐B02	
   AUX	
  2	
   Output	
   Grounding	
  auxiliary	
  output	
  
J2-­‐C02	
   FLEX7	
   Configurable	
   Flexible	
  reconfigurable	
  I/O	
  port	
  
J2-­‐D02	
   ANALOG	
  2	
   Analog	
   Analog	
  input	
  
J2-­‐E02	
   ANALOG	
  3	
   Analog	
   Analog	
  input	
  
J2-­‐F02	
   CANL	
   CAN	
   CAN	
  bus	
  low	
  port	
  
J2-­‐G02	
   IN	
  1	
   Input	
   Discrete	
  input	
  battery	
  triggered	
  
J2-­‐H02	
   IN	
  2	
   Input	
   Discrete	
  input	
  battery	
  triggered	
  
J2-­‐J02	
   SCI	
  TX	
   Serial	
   Serial	
  out	
  RS-­‐232	
  capable	
  (DB-­‐9	
  pin	
  2)	
  
J2-­‐K02	
   IN	
  3	
   Input	
   Discrete	
  input	
  ground	
  triggered	
  (Fault	
  input)	
  
J2-­‐A03	
   AUX	
  3	
   Output	
   Grounding	
  auxiliary	
  output	
  
J2-­‐B03	
   AUX	
  4	
   Output	
   Grounding	
  auxiliary	
  output	
  
J2-­‐C03	
   FLEX8	
   Configurable	
   Flexible	
  reconfigurable	
  I/O	
  port	
  
J2-­‐D03	
   ANALOG	
  4	
   Analog	
   Analog	
  input	
  
J2-­‐E03	
   AGND	
   Ground	
   Analog	
  signal	
  ground/return	
  
J2-­‐F03	
   SS+	
   Speed	
  signal	
   Engine	
  speed	
  signal	
  out	
  
J2-­‐G03	
   SS-­‐	
   Speed	
  signal	
  return	
   Engine	
  speed	
  signal	
  return	
  
J2-­‐H03	
   SCI	
  RX	
   Serial	
   Serial	
  in	
  RS-­‐232	
  capable	
  (DB-­‐9	
  pin	
  3)	
  
J2-­‐J03	
   GND	
   Ground	
   Controller	
  ground	
  
J2-­‐K03	
   GND	
   Ground	
   Controller	
  ground	
  

Control Pin Layout 
 A B C D E F G H J K 

01 Chassis FLEX5 FLEX6 V+5 out ANALOG 
1 

CANH GOV 
RET 

GOV 
PWM 

POWE
R 

POWE
R 

02 AUX 1 AUX 2 FLEX7 ANALOG 
2 

ANALOG 
3 

CANL IN1 IN2 SCI TX IN3 

03 AUX 3 AUX 4 FLEX8 ANALOG 
4 

AGND SS+ SS- SCI RX GND GND 
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DC Generator Monitor Wiring 
Pin	
  No.	
   Pin	
  Name	
   Type	
   Description	
  
J1-­‐A01	
   FREQ	
   Frequency	
  Input	
   Isolated	
  speed	
  or	
  frequency	
  input	
  line	
  
J1-­‐B01	
   VGEN_OUT	
   High	
  Voltage	
   Generator	
  rectified	
  voltage	
  
J1-­‐C01	
   THERM1	
   Analog	
   Thermistor	
  input	
  for	
  battery	
  temp	
  monitoring	
  
J1-­‐D01	
   I_GEN+	
   Current	
  Sense	
   Generator	
  current	
  sense	
  +	
  
J1-­‐E01	
   I_BAT+	
   High	
  Voltage	
   Battery	
  pack	
  current	
  sense	
  +	
  
J1-­‐F01	
   ISO_GND	
   Circuit	
  Reference	
   Isolated	
  ground	
  reference	
  
J1-­‐A02	
   	
   	
   	
  
J1-­‐B02	
   	
   	
   	
  
J1-­‐C02	
   THERM2	
   Analog	
   Thermistor	
  input	
  for	
  battery	
  temp	
  monitoring	
  
J1-­‐D02	
   I_GEN-­‐	
   Current	
  Sense	
   Generator	
  current	
  sense	
  -­‐	
  
J1-­‐E02	
   I_BAT-­‐	
   Circuit	
  Reference	
   Battery	
  pack	
  current	
  sense	
  -­‐	
  
J1-­‐F02	
   PGND	
   Circuit	
  Protection	
   Protection	
  EMC	
  	
  
J1-­‐A03	
   VBAT_OUT+	
   High	
  Voltage	
   Battery	
  pack	
  positive	
  voltage	
  
J1-­‐B03	
   VBAT_OUT-­‐	
   High	
  Voltage	
   Battery	
  pack	
  reference	
  voltage	
  
J1-­‐C03	
   THERM_REF	
   Circuit	
  Reference	
   Thermistor	
  reference	
  
J1-­‐D03	
   VREG	
   Testing	
   12	
  Volt	
  output	
  for	
  test	
  purposes	
  only	
  
J1-­‐E03	
   	
   	
   	
  
J1-­‐F03	
   	
   	
   	
  

DC Generator Monitor Pin Layout 
 A B C D E F 

01 GEN_FREQ VGEN_OUT THERM1 IGEN+ IBAT+ ISO_GND 
02   THERM2 IGEN- IBAT- PGND 
03 VBAT_OUT+ VBAT_OUT- THERM_REF VREG   
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Specifications 

Mechanical	
  
Operating	
  temp	
  	
   -­‐40	
  to	
  85°C	
  

-­‐40	
  to	
  185°F	
  
Weight	
   	
   	
   1lb	
  
Vibration	
  	
   	
   6	
  G,	
  40	
  to	
  2000	
  Hz	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  

8	
  hours	
  per	
  axis	
  
Sealing	
   	
   	
   IP65,	
  66,	
  67,	
  69K	
  

Control	
  	
  
Inputs	
  
Power	
  supply	
  	
   	
   8-­‐30	
  VDC	
  	
  
Analog	
  Input	
  Range	
  	
   0-­‐20	
  VDC	
  (40V	
  max)	
  
Digital	
  	
   	
   	
   0-­‐Battery	
  VDC	
  	
  
Flex	
   	
   	
   Same	
  as	
  analog/digital	
  
Speed	
  sensor	
  	
   	
  	
   +/-­‐100	
  V	
  AC/DC	
  
	
   	
   	
   0-­‐15	
  kHz	
  
Outputs	
  
Aux	
  current	
  max	
  	
   100mA	
  
Flex	
   	
   	
   Same	
  as	
  aux	
  
5V	
  rail	
  max	
  current	
   100mA	
  
Governor	
  peak	
  current	
   6A	
  	
  

	
  
	
  

Communication	
  
RS-­‐232	
  	
  	
   	
   57600	
  baud	
  
	
   	
   	
   8	
  data	
  bits	
  
	
   	
   	
   No	
  parity	
  
	
   	
   	
   1	
  stop	
  bit	
  
	
   	
   	
   No	
  flow	
  control	
  
CAN	
  bus	
   	
   J-­‐1939	
  protocol	
  
	
   	
   	
   Up	
  to	
  1M	
  baud	
  
	
   	
   	
   Custom	
  commands	
  

DC	
  Generator	
  Monitor	
  
Inputs	
  
Generator	
  Voltage	
   	
   130V	
  	
  
Battery	
  Voltage	
  	
   	
   130V	
  
Current	
  sense	
   	
   	
   +/-­‐125mV	
  
Generator	
  Frequency	
   	
   +/-­‐130V	
  AC/DC	
  
	
   	
   	
   	
   0-­‐4kHz	
  
Analog	
  Sensors	
   	
   	
   0-­‐5V	
  
Response	
   	
   	
   100Hz	
  
	
  

 

Detailed Specification 

Power	
  

	
  

	
  
	
  

Spec	
   Description	
   Range	
  
Voltage	
   Voltage	
  to	
  controller	
  reverse	
  polarity	
  protected	
   8	
  to	
  30	
  Volts	
  
Power	
   Power	
  consumption	
  of	
  device	
   Idle	
  -­‐TBD	
  

Max	
  -­‐	
  TBD	
  
5V	
  Rail	
   5	
  volt	
  source	
  for	
  power	
  sensors	
  or	
  other	
  peripherals.	
  

Short	
  circuit	
  protected.	
  
Output	
  	
  Voltage	
  -­‐	
  5V	
  	
  
Max	
  Current	
  -­‐	
  100mA	
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Inputs	
  and	
  Outputs	
  
Item	
   #	
   Description	
   Specs	
  
Discrete	
  Inputs	
   7	
   There	
  are	
  two	
  discrete	
  inputs	
  which	
  may	
  be	
  

triggered	
  by	
  battery	
  voltage	
  and	
  one	
  which	
  
is	
  triggered	
  by	
  grounding	
  and	
  is	
  typically	
  
used	
  as	
  a	
  fault	
  input.	
  

2	
  -­‐	
  switch	
  to	
  battery	
  	
  
1	
  –	
  switch	
  to	
  ground	
  
4-­‐	
  Flex	
  inputs	
  

Analog	
  Inputs	
   8	
   Analog	
  input	
  capable	
  of	
  providing	
  source	
  as	
  
well	
  if	
  needed	
  to	
  power	
  certain	
  sensors.	
  	
  
Thresholds	
  may	
  be	
  set	
  to	
  trigger	
  certain	
  
actions	
  based	
  on	
  readings.	
  Use	
  AGND	
  for	
  
reference	
  to	
  analog	
  inputs.	
  

Max	
  Voltage	
  –	
  36V	
  
Full	
  Scale	
  –	
  0	
  to	
  20V	
  
4	
  –	
  Dedicated	
  
4	
  –	
  Flex	
  inputs	
  

Auxiliary	
  Outputs	
   8	
   Low-­‐side	
  controller	
  output.	
  May	
  be	
  sunk	
  to	
  
ground	
  on	
  a	
  given	
  condition	
  or	
  input.	
  	
  Short	
  
circuit,	
  overload,	
  and	
  over	
  temperature	
  
protected.	
  

Max	
  Current	
  –	
  100mA	
  
4	
  –	
  Dedicated	
  
4	
  –	
  Flex	
  outputs	
  

Flex	
  I/O	
   4	
   Flex	
  I/O	
  ports	
  may	
  be	
  configured	
  as	
  an	
  
auxiliary	
  output,	
  analog	
  input,	
  or	
  discrete	
  
input.	
  	
  These	
  ports	
  are	
  reconfigurable	
  by	
  
software	
  and	
  have	
  the	
  same	
  features	
  as	
  
mentioned	
  above.	
  
	
  

Same	
  as:	
  
Analog,	
  Aux,	
  Discrete	
  
above	
  
	
  

Governor	
  Control	
   1	
   Pulsed	
  signal	
  output	
  typically	
  used	
  to	
  control	
  
an	
  actuator.	
  	
  Software	
  short	
  circuit	
  and	
  
overload	
  protected.	
  
	
  

Max	
  Current	
  Draw	
  –	
  6A	
  
Short	
  Circuit	
  protected	
  

Speed	
  Sensor	
   1	
   Speed	
  signal	
  input	
  which	
  may	
  be	
  used	
  to	
  
measure	
  engine	
  speed	
  from	
  multiple	
  
sources	
  such	
  as	
  a	
  magnetic	
  pickup,	
  ignition	
  
source,	
  or	
  transformer.	
  
	
  

Max	
  Voltage	
  -­‐	
  ±100	
  AC/DC	
  
Max	
  frequency	
  -­‐	
  15	
  kHz	
  

Communications	
  
Type	
   #	
   Description	
   Settings/Defaults	
  
RS-­‐232	
   1	
   Used	
  to	
  interface	
  to	
  a	
  PC	
  or	
  other	
  

peripheral.	
  	
  The	
  serial	
  port	
  is	
  typically	
  used	
  
to	
  show	
  data	
  coming	
  from	
  the	
  controller	
  
and	
  may	
  also	
  be	
  used	
  to	
  reprogram	
  the	
  
device	
  in	
  the	
  field.	
  

57.6K	
  baud	
  (or	
  Auto)	
  
8	
  data	
  bits	
  
No	
  parity/flow	
  control	
  
1	
  stop	
  bit	
  

CAN	
  Bus	
   1	
   The	
  CAN	
  bus	
  is	
  used	
  to	
  communicate	
  to	
  
other	
  devices	
  on	
  the	
  bus	
  using	
  the	
  J-­‐1939	
  
standard	
  protocol.	
  	
  Custom	
  commands	
  and	
  
actions	
  may	
  be	
  added	
  by	
  PG	
  if	
  needed.	
  

Customizable	
  J-­‐1939	
  
Protocol	
  
Up	
  to	
  1MHz	
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DC	
  Generator	
  Monitor	
  
Item	
   #	
   Description	
   Specs	
  
Battery	
  Voltage	
  
(VBAT_OUT+, 
VBAT_OUT-)	
  

1	
   Differential	
  high	
  voltage	
  
measurement	
  inputs	
  for	
  battery	
  

Voltage	
  -­‐	
  130V	
  Peak	
  

Generator	
  Voltage	
  
(VGEN_OUT)	
  

1	
   Non-­‐differential	
  controller	
  referenced	
  
high	
  voltage	
  measurement	
  inputs	
  for	
  
generator	
  monitoring	
  

Voltage	
  -­‐	
  130V	
  Peak	
  

Current	
  Sense	
  (IGEN+, 
IGEN-, IBAT+, IBAT-)	
  

2	
   Differential	
  sense	
  ports	
  which	
  can	
  
measure	
  voltage	
  across	
  a	
  current	
  
sensing	
  resistor	
  

Range	
  -­‐	
  +/-­‐125mV	
  
	
  

Generator	
  Frequency	
  
(GEN_FREQ)	
  

1	
   Speed	
  signal	
  typically	
  used	
  to	
  
measure	
  the	
  frequency	
  of	
  a	
  phase	
  on	
  
the	
  generator	
  

Max	
  Voltage	
  -­‐	
  ±130	
  AC/DC	
  
Max	
  frequency	
  -­‐	
  4kHz	
  

Thermistor	
  (THERM1, 
THERM2, THERM_REF)	
  

2	
   2	
  analog	
  inputs	
  for	
  temp	
  
measurement	
  of	
  battery	
  packs	
  

Voltage	
  –	
  0-­‐5V	
  

	
  
*Reverse	
  Polarity	
  Protection:	
  

Auxiliary	
  output	
  /	
  Flex	
  as	
  output:	
  The	
  flex	
  and	
  auxiliary	
  output	
  devices	
  will	
  activate	
  during	
  application	
  of	
  
reverse	
  polarity.	
  	
  If	
  the	
  connected	
  load	
  contains	
  a	
  flyback	
  diode,	
  a	
  series	
  diode	
  is	
  required	
  for	
  reverse	
  
polarity	
  protection.	
  	
  	
  

Flex	
  pins:	
  	
  When	
  used	
  as	
  analog	
  or	
  discrete	
  inputs:	
  	
  if	
  the	
  flex	
  pins	
  are	
  or	
  may	
  be	
  connected	
  to	
  a	
  +DC	
  
power	
  source	
  through	
  less	
  than	
  a	
  20Ω	
  circuit,	
  the	
  circuit	
  should	
  incorporate	
  a	
  series	
  diode	
  (1	
  amp	
  such	
  
as	
  1N4001)	
  in	
  series	
  from	
  the	
  power	
  source.	
  	
  It	
  is	
  permissible	
  to	
  use	
  one	
  diode	
  to	
  source	
  protected	
  
power	
  to	
  all	
  flex	
  input	
  circuits.	
  	
  	
  

+5	
  VDC	
  output:	
  This	
  should	
  not	
  be	
  connected	
  to	
  a	
  +DC	
  power	
  source	
  through	
  any	
  external	
  components.	
  

All	
  other	
  pins	
  are	
  fully	
  protected	
  against	
  application	
  of	
  reverse	
  polarity.	
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Wiring 

Main	
  Side:	
  
	
  

	
  



  Precision	
  Governors,	
  LLC	
  
2322	
  Seventh	
  Avenue	
  

Rockford,	
  IL	
  61104	
  
Ph:	
  815.229.5300	
  Fax:	
  815.229.5342	
  

www.precisiongovernors.com	
  

	
  

8	
  
	
  

PG    ENGINEERED CONTROL SOLUTIONS ENGINEERED CONTROL SOLUTIONS	
  

Secondary:	
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Dimensions 

 

 
	
  

Reference  
	
  
PECoS	
  Model	
  HB	
  Part	
  Number	
   	
   #9601-­‐HB	
  
Cinch	
  Harness	
  Connector	
   	
   #581	
  01	
  30	
  029	
  
Hand	
  Crimp	
  tools:	
  

18/16	
  ga	
  GXL	
  16	
  ga	
  TXL	
   	
   #599-­‐11-­‐11-­‐616	
  	
  
Pins	
   	
   	
   #425-­‐00-­‐00-­‐873	
  

20	
  ga	
  GXL	
  /	
  18	
  ga	
  TXL	
  	
  	
  	
  	
  	
   #599-­‐11-­‐11-­‐615	
  	
  
Pins	
   	
   	
   #	
  425-­‐00-­‐00-­‐872	
  


